
 

 

Datasheet 

МИКРОКОАКСИАЛЕН КАБЕЛ RG59CU/48CU+2X0.50MM CU - БЯЛ, 200M 

Revision A 

Revision Date: 10/07/24 

RG59MINI WITH 2*0.5MM DC Cable Specification 
 

 
 

ITEM DESCRIPTION 

Conductor Material Stranded Bare Copper 100% 

Nominal Diameter 14*0.16mm 

Insulation Material Solid PE 

Nominal Diameter 2.2mm 

Shielding 1th Material Aluminum foil  

Coverage 110% 

Braiding Material Bare copper Braiding 

No. of Wires 48*0.12mm 

Coverage 75% 

Jacket Material PVC 

Nominal Diameter 4.0mm 

DC WIRE Material and Diameter 16*0.2mm copper 100% 

Jacket 1.85 PVC (RED AND BLACK) 

ELECTRICAL PROPERTIES 

Impedance 75 ohm 

  

Velocity of propagation 78 % 

ATTENUATION 

Frequency (MHz) Attenuation dB (100M) 

5 4.8 

55 13.2 

211 24.1 

300 29.1 

550 40.5 

870 51.96 

1000 56.27 

LISTINGS / RATINGS 

Compliant ISO, CE, FR&UV resistant 

MISCELLANEOUS 

Operating Temperature -20℃ to 60℃ 
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