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3.1. Loop the pass-through cable slack, as shown.
Note:
Use Port 1, Port 4 for one loop cable
Use Port 2, Port 3 for second loop cable

3.2. Secure the pass-through cable slack, as shown.

2.6. Secure cables with tie wraps, as shown. Cut the excess off.

3. Fiber preparation
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3.3. Strip the input fiber cable

3.5. Route the transparent tubes to the tray entrance, as shown

3.4. Degrease the fiber bundle and slide the transportation tubes over the fibers with overlap 50mm
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3.6. Secure the transportation tube at the tray entrance with two tie wraps.
Note: Maximum two transportation tubes per tray entrance.

4.1. Position the closure close to the splicing machine in a convenient location and secure the closure 4.2.
Slide the heat-shrinkable splice protection over one fiber and fuse fibers according to local
recommendations and procedures. After the fusion splice is made, install the heat-shrinkable splice
protection (e.g. SMOUV) with an appropriate heating source. Allow the splice protection to cool down to
ambient temperature. 4.3. After each splice is made, the splice should be stored in the splice holder in the
appropriate position, as shown. Do not deform the splice protector during insertion

4. Splicing and fiber storage
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5.1.

4.6. Close the closure

4.4. Put on the tray lid.

4.5. Put back the drop cable tray.

Insert the two pole strips onto the closure, as shown
5. Pole mount installation
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6.1. Holes dimensions:

5.2. Screw tight on the pole

Drill 4 holes into the wall on the Wall Mounting Size: 219*194mm, place the expansion bolt
Φ7.5*40, place the box to match with the holes and use bolts to fasten it.

6. Wall mount installation
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7. Re-entry and drop cable installation
7.1. Unscrew the center screw and unlatch the top cover, as shown.

7.2. Fully open the cover, as shown.
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7.6. Remove the drop cable dummy rods

7.4. Complete FIC connector assembly.
7.5. Remove the dust cap and insert the FIC.

7.3. For easy FIC insertion, tilt the adapter, as shown.
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7.7. Horizontally place the Fig.8 cable and use cable tie to fix the cable as shown.

7.8. Remove the excessive dummy rod and place the remaining dummy rods back into its original
position.
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7.9. Close the lid, screw the center screw and latch the top cover, as shown.


