
Fiber Terminal Box FTB - 16 Fibers

Features:

Description
Fiber Terminal Box provides fiber optic cable management for the connection of distribution
cables and drop cables at the user access point in fiber optic network. Fiber Terminal Box
made of high quality PC and ABS plastic alloy and SMC material from 2 fibers to 96 fibers.
Fiber Terminal Box integrates fiber cable fixation, storage, splicing and distribution in an
outdoor and indoor wall mounting and outdoor pole mounting box.

：

Total enclosed structure.
Material:PC+ABS,wet-proof

IP65.
、water-proof、dust-proof、anti-aging, protection level up to



Max. Splitter Capacity
Max. Inlet Cable Diameter
Inlet Cable Number
Max. Outlet Cable Diameter
Outlet Cable Number
Protection Grade
Installation Method
Working Environment
Dimension
Working Temperature
Storage Temperature
Relative Humidity
Air Pressure

1pc of 1×16 splitter or 2pcs of 1×8 splitters
15mm 
2pcs 
2×3mm 
16pcs 
IP65 
Wall mounting, pole mounting 
Outdoor and indoor 
300(H)* 222(W )*80(D)mm
-20°C~+60°C 
-40°C~+70°C 
0%~95% 
70~106KPa
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Clamping for feeder cable and drop cable,fiber
splicing,fixation,storage,distribution…etc

all in one.
Cable,pigtails,patch cords are running through own path without disturbing each other,
Cassette type SC/LC/PLC adaptor installtion,easy maintenance.
Distribution panel can be flipped up,feeder cable can be placed in a cup-joint way,easy

for maintenance and installation.
Can be installed by the way of wall-mounted,suitable for both indoor and outdoor Uses.
1×8 or 1×16 Cassette spitter can be installed as an option.

Specification:


