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10/100Base-TX To 100Base-FX Managed Media 

Converter  

AK-CS00M Series  

General Description  
The 10/100Base-TX To 100Base-FX managed media converter supports IEEE802.3u  

100Base-TX/FX protocol, supports full duplex and half duplex mode,supports 

WEB/Telnet/SNMP/OAM management method.  

Outline  

  
Key Features  

  
 Two selectable remote Management modes:  

 IP-Based remote management(WEB/Telnet/SNMP).  

 In-Band OAM 802.3ah (remote device managed by local peer, 

WEB/Telnet/SNMP/OAM).  

 Complies with IEEE802.3 10Base-T, IEEE802.3u 100Base-TX/FX protocols.  

 Supports MDI/MDI-X auto sensing.  

 10/100Mbps auto-negotiation.  

 Full-duplex/half duplex operating mode auto-negotiation.  

 Transmission distance: multi-mode 2KM, single-mode up to 100KM.  

 Supports OAM Function.  

 Supports remote Loopback function.  

 Static MAC, 64 entries.  

 Double VLAN tagging (QinQ).  

 IEEE 802.1x Port based security.  



 

 

2 / 4  

 RADIUS client.  

 RMON counters for each port.  Bandwidth allocation per port.  

 IPv4 IGMP v1/v2 snooping.  

 8K MAC addresses.  

 Remote Firmware Upgrade.  

 In conformity to FCC, 15CLASS A and CE standards.  

  

Connection Diagram  
  

  
  

Technical Parameter  
  

    

Web Smart 10/100M Media Converter  

Protocol  
IEEE Std. 802.3, IEEE Std. 802.3ah, IEEE Std. 802.1P, 

IEEE Std. 802.1Q, IEEE Std. 802.1X  

Transmission Rate  Copper port: 10/100Mbps   Fiber port: 100Mbps  

Connector  
one UTP RJ-45 connector, one 

SC/ST/FC or SFP connector  

Operating mode  full duplex mode or half duplex mode  

Power supply  110-265V AC input, 5V1A DC output  

Operating 

temperature  
0-50℃  

Storage 

temperature  
-40-85℃  

http://www.transition.com/TransitionNetworks/Learning/Feature.aspx#rfu
http://www.transition.com/TransitionNetworks/Learning/Feature.aspx#rfu
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Relative humidity  5%~90%  

Cable  Cat5 UTP cable  

Transfer fiber  
Multi-mode: 50/125, 62.5/125 or 100/140μm  

Single mode: 8.3/125, 8.7/125, 9/125 or 10/125μm  

Dimensions  94mm (L) x 71mm (W) x 26mm (H)  

  

Explanation for LED indicator lamps  
  

LED indicator   Status  Explanation  

Link/Act  

On  
Connection status display for link.  

“ON” indicates that link is in correct connection.  

Blink  
Active status display of fiber port or RJ45 port.  
“Blink” indicates packet goes through media converter.  

FDX  

On  Transceiver works in the full duplex mode.  

Off  Transceiver works in the half duplex mode.  

PWR  On  Power is on and normal.  

1000  
OFF  No use.  

100  On  Transfer rate of electric interface is 100Mbps.  

  

Ordering Information (commonly used types)  
  

Product  Model  Specifications  

AK-CS42M  Dual fiber/MM 2KM  10/100Mbps auto-negotiation, multi mode 2KM  

AK-CS21M  Dual fiber/SM 25km  10/100Mbps auto-negotiation, single mode, dual fiber 25KM  

AK-CS01M  Single fiber/SM 20km  10/100Mbps auto-negotiation, single mode, single fiber 20KM,1310NM  

AK-CS02M  Single fiber/SM 20km  10/100Mbps auto-negotiation, single mode, single fiber 20KM,1550NM  

Dimension, package size and weight info  
 10/100M Managed Media Converter Dimensions   

Product name  model  Length(mm)  Width(mm)  Height(mm)  Volume(mm³)  

10/100M Managed Media 

Converter  
AK-CS00M  94  71  26  173524  

 10/100M Managed Media Converter packing box Dimensions   

Product name  model  Length(mm)  Width(mm)  Height(mm)  Volume(mm³)  

10/100M Managed Media 

Converter  
AK-CS00M  240  126  53  1602720  

 10/100M Managed Media Converter weight   
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Product name  model  Weight (package+device) (kg)  Net weight (kg)  

10/100M Managed Media 

Converter  
AK-CS00M  0.40  0.26  

  

Application  
  

  


